ABSORBABLE

NON-ABSORBABLE
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MATERIAL
DESCRIPTION

Violet Monofilament

Violet Braided
Multifilament

Undyed Braided
Multifilament

Violet Monofilament

MATERIAL
DESCRIPTION

Pink Monofilament

white pseudomono-
filament

Material Absorption Profile

ABSORPTION
PROFILE

Average 65% retained
tensile strength at 7
days

Average 40% retained
tensile strength at 14
days

Average 75% retained
tensile strength at 14
days

Average 50% retained
tensile strength at 21
days

Average 50% retained
tensile strength at 5
days.

Average 0% retained
tensile strength at
10-14 days."

Average 75% retained
tensile strength at 14

days

Average 65% retained
tensile strength at 28
days

Average 50% retained
tensile strength at 42
days

ABSORPTION
PROFILE

No loss of
tensile strength

No loss of
tensile strength

MASS

ABSORPTION Sl
Degradation by Monocryl ™
hydrolysis within 90 - Monosyn™
110 days
Degradation by
hydrolysis within 56 - Vicryl™
70 days Safilm

Degradation by
hydrolysis within
42 days

Vicryl Rapide™
Safil Quick+™

Degradation by PDSI||™
hydrolysis within 180 - MonoPlus™
220 days
MASS
ABSORPTION SRS
Prolene™
Non-Absorbable Premilene™
Non-Absorbable Supramid




